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ASKOBOND RAPID A  

ASK Chemicals GmbH | Reisholzstraße 16-18 | 40721 Hilden | Tel. +49 21171103-0 | info@ask-chemicals.com | www.ask-chemicals.com 

 
The following marks are registered by ASK Chemicals GmbH, ASK Chemicals Metallurgy GmbH or ASK Chemicals LP in one or more countries: 
ALPHASET, ASKOBOND, ASKRONING, ASKURAN, BERANOL, BETASET, CERAMCOTE, CHEM-REZ, DENODUL, DISPERSIT, EXACTCAST, 
EXACTCALC, EXACTFLO, ECOCURE, ECOPART, GERMALLOY, INOBAKE, INFORM, INOSOLVE, INOTEC, ISOCURE, ISO-FAST, ISOMAX, 
ISOSEAL, ISOVENTS, LINO-CURE, MAGNASET, MIRATEC, NOVACURE, NOVANOL,NOVASET, OPTIGRAN, OPTINOC, PEP SET, REMMOS,  
SMW-INSERT, SOLITEC, STA-HOT, UDICELL, VEINO, VEINO ULTRA, VELVACOAT, ZIP SLIP, ZIP CLEAN 

 

AUXILIARIES 
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Single-component core adhesive. 

Product Properties  

Mineral paste containing solvent and resin 

Single-component core adhesive on synthetic resin basis for all cold-hardened cores and molds. 

The adhesive does not contain solvents based on chlorinated hydrocarbons. It has extremely short 

drying times with a high capacity. 

Analytical values 

 Container: cartridges à 310 g  

 Solid contents: approx. 59.5%  

 Specific weight [20°C]: > 1.00 g/cm³  

 Viscosity [20°C]: 40,000 mPas  

Storage & Handling  

Product Storage: 12 months if stored dry between 10 and 30°C. 
Higher temperatures accelerate product expiry 
 
Handling of ASKOBOND RAPID A 
Please refer to paragraph # 7 “Handling and Storage” in Safety Data Sheet. 
Labelling: Please refer to the Safety Data Sheet 
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